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	Part 1 General
	1.1 Summary
	.1 Unless otherwise indicated, follow the standards below when specifying acoustic treatment work. These standards are not intended to restrict or replace professional judgment.
	.2 Ceiling treatment meets the minimum NRC/ αw values described below:
	.1 For Open Workspaces, Enclosed Offices, Dining Spaces:
	0.7 NRC/ αw for at least 75% of available ceiling area
	.2 For Conference Rooms, Classrooms (also refer to Classroom standards):
	0.7 NRC/ αw for at least 50% of available ceiling area .

	.3 Wall treatments meet the minimum NRC/ αw values described below:
	.1 For Enclosed Offices, Dining Spaces:
	0.7 NRC/ αw for at least 25% of at least one wall
	.2 For Conference Rooms, Classrooms (also refer to Classroom standards):
	0.7 NRC/ αw for at least 25% of at least 2 walls

	.4 The floor-ceiling constructions located above the listed space types within a project meet the following minimum Impact Insulation Class (IIC) ratings with materials tested in accordance with ASTM E492-09, ISO 717.2 or equivalent:
	.5 The floor-ceiling systems located above the listed space types within the project achieve the following Normalized Impact Sound Ratings (NISR), as measured on-site, in accordance with ASTM E1007-19, ISO 140-7 or equivalent, by a professional demons...
	.6 Composite sound transmission class (STCC) ratings must meet, at minimum, the values given in the following table:
	.7 The reverberation time requirements must respect the values given in the following table:


	Part 2 Products
	2.1 Preferred Products
	.1 All products must adhere to the requirements listed in Division 01 – Product Requirements 01 60 00.
	.2 For ceilings, fibreglass tiles or Akousti-liner can be applied to achieve sound absorption.  Wall panels can be prefabricated fibreglass panels with a density of 112 kg/m3, with a 50mm thickness, with hard edges and covered with fireproof fabric.
	.3 For acoustic wall panels installed below 6 feet high, specify high density types with washable, easy to maintain finishes.



